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Environmental Protection Agency § 98.473 

Subpart UU—Injection of Carbon 
Dioxide 

SOURCE: 75 FR 75086, Dec. 1, 2010, unless 
otherwise noted. 

§ 98.470 Definition of the source cat-
egory. 

(a) The injection of carbon dioxide 
(CO2) source category comprises any 
well or group of wells that inject a CO2 
stream into the subsurface. 

(b) If you report under subpart RR of 
this part for a well or group of wells, 
you are not required to report under 
this subpart for that well or group of 
wells. 

(c) A facility that is subject to this 
part only because it is subject to sub-
part UU of this part is not required to 
report emissions under subpart C of 
this part or any other subpart listed in 
§ 98.2(a)(1) or (a)(2). 

§ 98.471 Reporting threshold. 
(a) You must report under this sub-

part if your facility injects any amount 
of CO2 into the subsurface. 

(b) For purposes of this subpart, any 
reference to CO2 emissions in § 98.2(i) 
shall mean CO2 received. 

§ 98.472 GHGs to report. 

You must report the mass of CO2 re-
ceived. 

§ 98.473 Calculating CO2 received. 

(a) You must calculate and report the 
annual mass of CO2 received by pipe-
line using the procedures in paragraphs 
(a)(1) or (a)(2) of this section and the 
procedures in paragraph (a)(3) of this 
section, if applicable. 

(1) For a mass flow meter, you must 
calculate the total annual mass of CO2 
in a CO2 stream received in metric tons 
by multiplying the mass flow by the 
CO2 concentration in the flow, accord-
ing to Equation UU–1 of this section. 
You must collect these data quarterly. 
Mass flow and concentration data 
measurements must be made in accord-
ance with § 98.474.  

where: 
CO2T,r = Net annual mass of CO2 received 

through flow meter r (metric tons). 
Qr,p = Quarterly mass flow through a receiv-

ing flow meter r in quarter p (metric 
tons). 

Sr,p = Quarterly mass flow through a receiv-
ing flow meter r that is redelivered to 
another facility without being injected 
into your well in quarter p (metric tons). 

CCO2,p,r = Quarterly CO2 concentration meas-
urement in flow for flow meter r in quar-
ter p (wt. percent CO2, expressed as a dec-
imal fraction). 

p = Quarter of the year. 

r = Receiving flow meter. 

(2) For a volumetric flow meter, you 
must calculate the total annual mass 
of CO2 in a CO2 stream received in met-
ric tons by multiplying the volumetric 
flow at standard conditions by the CO2 
concentration in the flow and the den-
sity of CO2 at standard conditions, ac-
cording to Equation UU–2 of this sec-
tion. You must collect these data quar-
terly. Volumetric flow and concentra-
tion data measurements must be made 
in accordance with § 98.474.  

VerDate Sep<11>2014 12:49 Jan 08, 2015 Jkt 232169 PO 00000 Frm 01035 Fmt 8010 Sfmt 8003 Y:\SGML\232169.XXX 232169 E
R

01
D

E
10

.1
84

<
/M

A
T

H
>

E
R

01
D

E
10

.1
85

<
/M

A
T

H
>

w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-01-29T10:11:20-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




